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CABLE GLAND (PG 9)

BONGSHIN"®
Model BSMP-120 Series specirications

Model BSMP - 120A / BSMP - 120V

Input range 0 ~ (+)1mV/V, (+)2mV/V, (+)3mV/V Selectable
Load cell excitation DC 10V, 60mA (350 Ohms x 2 load cell)
Output DC 0~10V, 4~20mA

Non-linearity Within 0.03% of full scale

Temperature drift

Zero : +0.2uV/°C RTI max.
Span : 10ppm/°C max.

Operating temperature

-10 ~ 40°C

Power supply, Recommended

DC 24V (DC 15V ~ DC 30V)

Case material & protection

ABS, meets IP 67

Net weight

230g

108 . 4-45HOLE
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L MODEL 120A : DC 4~20mA
BSMP 120V : DC 0~10V
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Model PT350C Series
. SPECIFICATIONS
Analog Transmitter MODEL PT350C
Load cell type All strain gauge type
Input range 0 ~ (+)1.5mV/V, (+)3mV/V Selectable
5 55 Load cell excitation DC 10V, 120mA (350 Ohms x 4 load cell)
000000 © © 00O OutpL.Jt . D(? 0.~5V/0~10V, 0~20mA/4~20mA
Non-linearity Within 0.05% of full scale
— Operating temperature -10 ~ 40°C
PT350C %ot Power supply DC 24V +10%
Case material & protection ABS, meets IP 54
000000 O O 000 Net weight 1509

* Specifications are subject to change without notice
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