
5JIHSENSE INDUSTRIAL

BEAM LOAD CELL

Specification

Rated Output
Total Error

Repeatability
Creep

Input Resistance
Output Resistance

Max. Excitation Voltage
Recommended Excitation Voltage
Compensated Temp.Range

Safe Temp.Range
Temp.Effect on Zero Balance

Temp.Effect on Rated Output
Zero Balance
Safe Overload Rating
Cable Length
Cable Connection

3.0mV/V(B10~350 2.0mV/V)
0.05
0.03

0.05 /20min
430 or 405 25

350 5
20V
10V

10 50
20 ~70

0.05%R.O./10
0.03% Load/10

3%R.O.
150%

2m
Input: Red(+)Black( )

Output:Green(+)White( )

(B Load cell)

This is a shear beam type load cell. It is
hermetically sealed and ideal for used in high
accurate truck scales, and automatic weighting
machines.

High accuracy
Thermally compensated
Hermeticslly sealed

TYPE

10

50

100

2000

3000

5000

7500

10000

F

M8 1.25

M12 1.75

M16 2.0

M24 3.0

G

6.3

13

20

26

H

28

31

37.5

48

A

105

135

170

190

B

20

30

38

50

C

12

14

19

24

D

25

30

37.5

48

E

66

70

95

92

Installation Dimensions

B10, 20, 30, 50, 100, 200, 350, 500, 1000,
2000, 3000,5T, 7.5T, 10T

Features


