
8JIHSENSE INDUSTRIAL

LCH LOAD CELL

Rated Output
Total Error

Repeatability
Creep

Input Resistance
Output Resistance

Max. Excitation Voltage
Recommended Excitation Voltage
Compensated Temp.Range

Safe Temp.Range
Temp.Effect on Zero Balance

Temp.Effect on Rated Output
Zero Balance
Safe Overload Rating
Cable Length
Cable Connection

1mV/V
0.5%R.O.
0.2%R.O.

0.05%/20min
800 50
700 10

20V
10V

10~50
20~70 

0.05%/10
0.03%/10

3 R.O.
150%

3m  
Input:Red(+)Black( )

Output:Green(+)White( )

LCH

LCH Load Cell  is special designed for press in
and out force measurement.  It is spherical
construction,small size and rigid. One part design
simple and good shape , strong  and durable. It is
ideal for used in fitting force control. 

Specification

Compression only
Small size
Rigid
Easy   install

Capcity
(kg)

200
350
500

1T
2T
3T
5T

10T

20T

30T

50T

A

43

63

63

88

100

134

B

35

54.7

54.7

78

88

118

C

50

70

80

100

120

150

E

24

44

44

50

70

90

F

10

18

18

20

20

30

G

(4)M4 0.7 8deep

(4)M5 0.8 8deep

(4)M5 0.8 8deep

(4)M8 1.25 12deep

(4)M8 1.25 15deep

(8)M10 1.5 16deep

Installation Dimensions

LCH-200 , 350 , 500 , 1T , 2T , 3T ,5T ,10T ,20T ,30T ,50T

Features


