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ModelModel PT350C
Analog Transmitter

Series

模拟量变送器

型 号 BSMP-120

80
55 EXC-

SIG+

EXC+
SIG-

SHILD

称重传感器

电源 DC 24V

COM

输出信号 DC4~20mA

12

规格

0

变送器

电缆接头 (PG 9)

BSMP-120

接线须知

外壳材料及防护等级

电源，推荐

工作温度

非线性

输出

ABS, 符合 IP 67

DC 24V (DC 15V ~ DC 30V)
-10 ~ 40°C

DC 0~10V, 4~20mA

Within 0.03% of full scale

传感器激励电压

输入范围

DC 10V, 60mA (350 Ohms x 2 称重传感器

可选0 ~ (+)1mV/V, (+)2mV/V, (+)3mV/V 
)

型号

温度漂移 零点 : 最大±0.2µV/°C RTI 

满度 : 最大10ppm/°C 

净重量 230g

ZERO GAIN

称重传感器

输出

电源

SHD SIG- SIG+ EXC- EXC+ IOUT GND VIN

 

108

68

4 - 4.5 通孔

DC0~10 V

SPECIFICATIONS

Case material & protection
Power supply
Operating temperature
Non-linearity
Output

ABS, meets IP 54
DC 24V ±10%
-10 ~ 40°C

DC 0~5V/0~10V, 0~20mA/4~20mA

Within 0.05% of full scale

Load cell excitation
Input range 0 ~ (+)1.5mV/V, (+)3mV/V Selectable

DC 10V, 120mA (350 Ohms x 4 load cell)

MODEL PT350C

Net weight 150g

Load cell type All strain gauge type

PT350C Load Cell
Transmitter

75

75

55

订货须知

型号

BSMP

BSMP

120A : DC 4~20mA
120V : DC 0~10V

120A-

BSMP - 12 0A / BSMP - 120V

* 规格如有更改不再另行通知 
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